
Features Specifications

Dimensions

2-Way Audio2-Way Audio

Application
Mobile

Privacy Mask

SecuCON
NVR Software

ONVIF

ICR
IR-Cut filter Removable

ICR
IR-Cut filter Removable

DAYNIGHT

Motion Detection
MD

H.264
MJPEG

AWB
Auto White Balance

IR
10M

Night Vision Plus

Max Frame Rate Support upto 1280 X 720(25fps)

IR Cut Filter Removable

10M IR Illumination Distance

Multiple H.264 Streams、Two-Way Audio、Alarm 

Triggers、Micro-SD Storage

WiFi Support 802.11b/g/n

Functional and Smart Design

Easy Configuration and Installation

10
32GB
Class
Micro SD

WDR
Wide Dynamic Range

3DNR
Digital Noise Reduction

WPS
Wi-Fi Protected Setup

DI/O

Wi-Fi

RYK-IPCB021W
Wireless Cube Network Camera

Model No.
GENERAL
Image Sensor
Lens
Shutter Speed
Min Illumination
IR LEDs
IR Illumination Distance

Video Compression
Video Streaming

Frame Rate

Day & Night
Auto Gain Control (AGC)
Auto White Balance (AWB)
Mirror and Flip
Wide Dynamic Range 
Privacy Mask
SNR
DNR

Audio Compression
Two Way Audio
Audio In/Out

Ethernet (RJ45)
Wireless (WIFI)
Supported Protocol
Password Protection
Firewall Configuration
Firmware Upgrade
Live Viewing

Motion Detection
Alarm
Event Notification
Event Log

Continuous Recording
Event Recording
Event Snapshot
Network Fail Recording
Micro SD Slot

Power Supply
Dimensions
Weight
Operation Temperature

1/4” Progressive CMOS
4.2mm/F1.8

Auto(1/4~1/10,000)/Manual
0 Lux @F1.8

8
8~10M

H.264/M-JPEG
Dual Stream

1280x720/25fps @ PAL(50Hz)
720x576/25fps @ PAL(50Hz)
640x480/25fps @ PAL(50Hz)
352x288/25fps @ PAL(50Hz)
176x144/25fps @ PAL(50Hz)

ICR
Yes
Yes
Yes

Yes (Ditital WDR)
Yes (3 Areas)

50dB
3DNR

G.711/PCM/AAC
Yes

Built-in Mic /Speaker

10/100 Base T Ethernet 
802.11b/g/n

HTTP, DHCP, PPPoE, DDNS, SMTP, FTP Client, NTP,CIFS
Yes
Yes

Suppout LAN and Internet upgrade
10

Yes
DI x1, DO x1

Yes
Yes

Yes 
Yes 
Yes
Yes

Yes(Suppor t Class 10 Above)

DC 5V
94.88 x 64.59 x 44.30 (mm)

240g (Including Bracket)
0°C~ 50°C 

RYK-IPCB021W

VIDEO

IMAGE

AUDIO

NETWORK

ALARM EVENTS

LOCAL STORAGE

OTHER

Email
FTP

*Design and speci f icat ion are subject to change without not ice.


